ORDER No. CUSTOMER
PRIMARY VOLTAGE (V) |220(60Hz) [380(50Hz) [415(50Hz)
APPLICATION f SILENCER COMPRESSOR BODY
AIR SUCTION
PRESSURE SWITCH
BELT COVER o ELECTRIC MOTOR
E PRESSURE GAUGE
NT SAFETY VALVE PUSH BOTTON
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Note)
1) Use the compressor at a place where ambient temperature is 0 to 40 deqrees C.
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted inm terms air suction(under the atmospheric pressure),
3) This compressor series is not available for direct use of breathing air,
COMPRESSOR BODY ELECTRIC MOTOR Painting color:Metaric Green
CYLINDER DIA. mm 60 TYPE TFO-K
STROKE mm 50 OUTPUT 0.75kW 3¢ 0 75kW OLLFREE BEBICON Hitachi
NUMBER OF CYLINDER 1 REVOLUTIONS (50/60z) min™| 1420,/1700 Industrial Equipment
MAX. PRESSURE MPa 0.93 POLES (P) 4 -
0.750P-9.5G5/6A Systems Co., Ltd.
REVOLUTIONS min™! 980 AIR RECEIVER ) ;
DRAWN |), Takahashi|Sep-10-" 06|SCALE
CAPACITY L/min 75 DIAMETER mm 325
V-BELT (50/60Hz) A-56x1/A-54x1|LENGTH mm 1173 checke | UnezavaSep-10-" 08 [:1] TK—=—7125~2
NET WEIGHT kg 67 CAPACITY L 80 4ePROVED(S, Sakamoto[Sep-10-" 06 '




ORDER No. CUSTOMER

PRIMARY VOLTAGE (V) |200(50Hz) |220(60Hz) |230(50Hz)

APPLICATION ! STLENCER COMPRESSOR BODY

AIR SUCTION

PRESSURE SWITCH
ELECTRIC MOTOR

BELT POVER PRESSURE GAUGE N
SAFETY VALVE PUSH BOTTON

L/48 SWITCH
STOP VALVE
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— DRAIN COCK 163
361 768 202,5 ]
376 1132
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Note)
1) Use the compressor at a place where ambient temperature is 0 to 40 degrees C.
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction (under the atmospheric pressure)
3) This compressor series is not available for direct use of breathing air,
COMPRESSOR BODY ELECTRIC MOTOR Painting color:Metaric Creen
CYLINDER DIA. mm 60 TYPE EFOUP-KR., KQ
STROKE mm 50 OUTPUT 0.75kW 1¢ 0.75kW OILFREE BEBICON [*'tilC“1|
NUMBER OF CYLINDER 1 REVOLUTIONS (50/60Hz) min™ 1430,/1730 Industrial Equipment
MAX. PRESSURE MPa 0.93 POLES (P) 4 -
0.750P-9.5G55/6A Systems Co., Ltd.
REVOLUTIONS min™! 980 AIR RECEIVER ) ;
DRAWN [), TokahashilSep-10-" 06|SCALE
CAPACITY L/min 75 DIAMETER mm 325
V-BELT (50/60Hz) A-56x1 LENGTH mm 1173 checke | UnezavaSep-10-" 08 [:1] TK—=7124~72
NET WEIGHT kg 74 CAPACITY L 80 4ePROVED(S, Sakamoto[Sep-10-" 06 '




ORDER No. CUSTOMER
PRIMARY VOLTAGE (V) |220(60Hz) [380(50Hz) [415(50Hz)
APPLICATION !
COMPRESSOR BODY
ALR SUCTION SILENCER PRESS
PRESSURE SWITCH
BELT COVER PRESSURE GAUGE ELECTRIC MOTOR
E 1/48
STOP VALVE SAFETY VALVE PUSH BOTTON
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Note) 393 1173
1) Use the compressor at a place where ambient temperature is 0 to 40 deqrees C.
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction(under the atmospheric pressure).
3) This compressor series is not available for direct use of breathing air,
COMPRESSOR BODY ELECTRIC MOTOR Painting color:Metaric Green
CYLINDER DIA. mm 82 TYPE TFO-K
STROKE mm 60 OUTPUT L.5kW 3¢ 1 5kW OILFREE BEBICON Hitachi
NUMBER OF CYLINDER 1 REVOLUTIONS (50/60z) min™| 1430,/1720 Industrial Equipment
MAX. PRESSURE MPa 0. 93 POLES (P) 4 1.50P-9,5G5/64A systemsco_,Ltd_
REVOLUTIONS min™! 880 AIR RECEIVER ) ;
DRAWN |), Takahashi|Sep-10-" 06|SCALE
CAPACITY L/min 165 DIAMETER mm 325
V-BELT (50/60Hz) B-60x1,/B-58x1|LENGTH mm 1173 checke | UnezavaSep-10-" 08 [:1] TK—=—7128~2
NET WEIGHT kg 83 CAPACITY L 80 4ePROVED(S, Sakamoto[Sep-10-" 06 '




ORDER No.

CUSTOMER

PRIMARY VOLTAGE (V)
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APPLICATION 1
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PRESSURE SWITCH \\\\$L_

ELECTRIC MOTOR
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Note)
1) Use the compressor at a place where ambient temperature is 0 to 40 degrees C.
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction (under the atmospheric pressure)
3) This compressor series is not available for direct use of breathing air,.
COMPRESSOR BODY ELECTRIC MOTOR Pailltinq color:Metaric Green
CYLINDER DIA, mm 82 TYPE EFOUP-KQ
STROKE mm 60 OUTPUT 1.5kW 1¢ 1.5kW OILFREE BEBICON HltaChI
.-l . M
NUMBER OF CYLINDER 1 REVOLUTIONS (60Hz) min 1720 Industrial Equipment
MAX. PRESSURE MPa 0. 93 POLES (P) 4 1,50P-9,5GS6A Systems Co.,Ltd.
REVOLUTIONS min? 880 AIR RECEIVER -
DRAWN i, MannenDec: 2:° 14{SCALE
CAPACITY L/min 165 DIAMETER mm 325
V-BELT (60Hz) B-58x1 LENGTH mm 1173 CHECKED ' 1,12 7 K_ 7 1 2 6’\’3
NET WEIGHT kg 95 CAPACITY L 80 APPROVED|, SugimotoDec- 2" 14 ~°




ORDER No.

CUSTOMER

AIR SUCTION
PRESSURE SWITCH

PRESSURE GAUGE

PRIMARY VOLTAGE (V) | 380(50Hz} | 415 (50Hz)
APPLICATION )
SILENCER
BELT COVER
= B 1/48B
STOP VALVE
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ELECTRIC MOTOR
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- DRAIN COCK Y
361 B 712 285.5
| 376 1242
403 1283
Note)
1) Use the compressor at a place where ambient temperature is 0 to 40 degrees
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction (under the atmospheric pressure)
3) This compressor series is not available for direct use of breathing air,.
COMPRESSOR BODY ELECTRIC MOTOR Pailltinq color:Metaric Green
CYLINDER DIA. mm 82 TYPE TFO-K
STROKE mm 60 OUTPUT 2.2kW 3¢ 9 9kW OILFREE BEBICON HltaChl
NUMBER OF CYLINDER 2 REVOLUTIONS (50Hz) min™' 1430 Industrial Equipment
MAX. PRESSURE MPa 0.93 POLES (P) 4 2.20P-9.5G5A SystemsCo.,Ltd.
REVOLUTIONS min? 650 AIR RECEIVER -
DRAWN |D, OkalSep-29:"14{SCALE
CAPACITY L/min 240 DIAMETER mm 325
V-BELT (50Hz) B—62x1 LENGTH mm 1283 cHECKED |, NannenSep-29-"14 ] 8K—4980
NET WEIGHT kg 102 CAPACITY L 90 APPROVED I SugimotolSep-29-" 14




ORDER No. CUSTOMER

PRIMARY VOLTAGE (V) [220(60Hz) |230(50Hz)
APPLICATION t
AIR DELIVERY COMPRESSOR BODY ELECTRIC MOTOR
SILENCER ~
BELT COVER PRESSURE SWITCH
Sa'\ @. MAGNETIC
- X X A T
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Note)
1) Use the compressor at a place where ambient temperature is 0 to 40 degrees C.
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms eir suction{under the atmospheric pressure).
3) This compressor series is not available for direct use of breathing air.
COMPRESSOR BODY ELECTRIC MOTOR Paintinq color:Metaric Green
CYLINDER DIA, mm 82 TYPE EFOUP-KQ
STROKE mm 60 OUTPUT 2.2kW 1¢ 9 9KW OILFREE BEBICON HltaChl
NUMBER OF CYLINDER 2 REVOLUTIONS (50/60Hz) min™| 1430,/1720 Industrial Equipment
MAX. PRESSURE MPa 0.93 POLES (P) 4 2.20P-9.5G55/6A SystemsCo.,Ltd.
REVOLUTIONS min~! 650 AIR RECEIVER ;
DRAWN |, Mannen/Jan+ 6-"12(SCALE
CAPACITY L/min 240 DIAMETER mm 325
V-BELT (50/60Hz) B-62x1/B-61x1|LENGTH mm 1283 CHECKED {1 TK—7130~2
NET WEIGHT kg 137 CAPACITY L 90 APPROVED|, SugimotolJan- 6" 12[ '




ORDER No.

CUSTOMER

PRIMARY VOLTAGE (V) | 220(60Hz) | 380 (50H2) | 415 (50Hz)
APPLICATION 1
COMPRESSOR BODY
BELT COVER
SILENCER ELECTRIC MOTOR
S -
é == / X &z {
PRESSURE PRESSURE D/\ ELECTRO MAGNETIC
TSwiTcH > GAUGE SWITCH[380/415V (50Hz)]
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| <2
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h o DRAIN COCK
‘ 165 PUSH BUTTON
| 381 | 272.5 800 272,5 | SWITCH
396 1304 SADLE
423 1345
Note)
1) Use the compressor at a place where ambient temperature is 0 to 40 degrees
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction(under the atmospheric pressure).
3) This compressor series is not available for direct use of breathing air.
COMPRESSOR BODY ELECTRIC MOTOR Paintinq color:Metaric Creen
CYLINDER DIA, mm 82 TYPE TFO-K
STROKE mm 72 QUTPUT 3.7kW 3¢ 3.7kW OILFREE BEBICON Hitachi
NUMBER OF CYLINDER 2 REVOLUTIONS (50/60Hz) min™| 1440,/1710 3 70P-9 5G5A Industrial Equipment
MAX. PRESSURE MPa 0.93 POLES (P) 4 3 70P-9.5C06A SystemsCo.,Ltd.
REVOLUTIONS min* 850 AIR RECEIVER ) )
DRAWN [N Narigawe/Apr 21" 17|SCALE
CAPACITY L/min 405 DIAMETER mm 375
V-BELT (50/60Hz) IV-750x1/3V-7T10x1|LENGTH mm 1345 CHECKED )  — - N:s 8K—4981~2
NET WEIGHT k g 130 CAPACITY L 125 APPROVED|D, TakahashifApr-21-" 17 '




ORDER No. CUSTOMER
PRIMARY VOLTAGE (V) | 220(60Hz) | 380 (50Hz) | 415 (50Hz)
APPLICATION f COMPRESSOR BODY
P ELECTRIC MOTOR
BELT COVER ”L N STLENCER I
T—F PRESSURE ==) =
P q GAUGE = ELECTRO MAGNETIC
< = | SWITCH[380/415V (50H¢z)]
PRESSURE = ’ ) =
SWITCH - 3/88 - T i
STOP VALVE Lttt
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= N - a|
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VALVE ° o o < ' S RECEIVER
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DRAIN COCK
PUSH BUTTON
‘ 381 B 358.5 753 358.5 A SWITCH
‘ 396 ) 1429 | SADLE
I
Note) 482 1470
1) Use the compressor at a place where ambient temperature is 0 to 40 deqrees C.
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction(under the atmospheric pressure).
3) This compressor series is not available for direct use of breathing air,
COMPRESSOR BODY ELECTRIC MOTOR Painting color:Metaric Green
CYLINDER DTIA. mm 82 TYPE TFO-KK
STROKE mm 72 QUTPUT 5.5kW 3¢ 5.5kW OILFREE BEBICON Hitachi
NUMBER OF CYLINDER 3 REVOLUTIONS (50/60Hz) min™| 1440/1730 5 50P-9 5C5A Industrial Equipment
MAX. PRESSURE MPa 0.93 POLES (P) 4 5 50P-9 506 A SystemsCo.,Ltd.
REVOLUTIONS min™! 860 AIR RECEIVER ) .
DRAWN [N Narigawe/Apr 21" 17|SCALE
CAPACITY L/min 605 DIAMETER mm 375
V-BELT (50/60Hz) 5V-850x1/5V-800x1|LENGTH mm 1470 CHECKED |  — - N:s 8K—4982~2
NET WEIGHT k g 191 CAPACITY L 150 APPROVED|D, TakahashifApr-21-" 17 '




ORDER NO. CUSTOMER

PRIMARY VOLTAGE (V) | 380 (50Hz) | 415 (50Hz)

APPLICATION T COMPRESSOR BODY
AIR SUCTION
ELECTRIC MOTOR
- PRESSURE
GAUGE l ’/ ELECTRO MAGNETIC
r «_ SUCTION 3/4 SWITCH
BELT COVER _FILTER _STOP VALVE_ 7 N HOUR METER
PRESSURE ° N
SWITCH N AIR DELIVERY - - Y
= o ) \ o SADDLE
///1: @ . ==
W A ' = = < -- = e RECE I VER
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LA5701R 0 2
~ ©
1 wn -~
| )|
o) \ @
2 ; B
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L 510 ] - 165 |
525 B 387 | 900 387 |
562 1634
1674
Note)
1)Use the compressor at a place where ambient temperature is 0 to 40 degrees C.
2)The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction(under the atmospheric pressure).
3)This compressor series is not available for direct use of breathing air. ) ) )
COMPRESSOR BODY ELECTRIC MOTOR Painting color:Metaric Green
CYLINDER DIA. mm 105 TYPE TFO—KK
STROKE mm a5 OUTPUT 75kW 30 Hitachi
— 7Hkw OILFREE BEBICON .
NUMBER OF CYLINDER 2 REVOLUTIONS(50Hz) _min Industrial Equipment
MAXPRESSURE MPa 083 POLES(P) 4 "B0OP-85GABA Systems Co., Ltd.
1
evoLTons il eis [ AR RECEMER oo et [ [son
I
V-BEL T(50H2) 5v-900x1  |LENGTH mm| 1674 CHeECKeD | AHirata Ag-3-2 | NoT 8K-4983~2
NET WEIGHT kg 278 CAPACITY L 235 APPROVED |M.Sugimoto | Aug-3-20 | SCALE




ORDER NO. CUSTOMER
PRIMARY VOLTAGE(V) [380(50Hz){415(50HZ)
] COMPRESSOR BODY  ELECTRIC MOTOR ELECTRO MAGNETIC
SUCTION S \ / Sl”TC:OUR METER
FILTER PRESSURE N
~~~~~ GAUGE = —
%/ SAFETY s : == - =
VALVE STOP VALVE | \ —
AIR DEL IVERY 4@}7 L PUSH BUTTON
. SWITCH
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- - = ~ AT iz AIR
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Note) 2014
1) Use the compressor at a place where ambient temperature is 0 to 40 degrees C.
2) The capacity of compressed air is the amount of air discharged under the maximum pressure
converted in terms air suction(under the atmospheric pressure).
3} This compressor series is not available for direct use of breathing air.
MP Y T MOT . .
COMPRESSOR BOD ELECTRIC MOTOR Painting color : Metaric Green
CYLINDER DIA. mm 105 TYPE TFO-KK
STROKE mm 85 OUTPUT 11kW 30 1KY OILFREE BEBICON Hitachi
NUMBER OF CYL INDER 3 REVOLUT IONS(50H2) min " Industrial Equipment
[MAX. PRESSURE MPa 0. 83 POLES(P) 4 110P-8.5GA5A 5ystems Co.,Ltd.
s =1
REVOLUTIONS min 900 AIR RECEIVER oRAWN |5 Maeda A 32 [SCALE
CAPACITY L/min 1285 DI AMETER mm a57
CHECKED i ! _— ~,
V-BELT(50HZ) 5V-1060X1 |LENGTH mm 2014 A.Hirata A 3'A | not 8K d98d 2
NET WEIGHT kg 385 CAPACITY L 290 appROvED | M. Sugimoto | 3. |SCALE
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