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Locating Pins  Large Head Round Tapered
-Standard / Female Thread / Treaded-

QVolume Discount Rate (ERound up to the Baht.) P.87

Qty. 1~19 20~34 35~49 50~99
Rate Unit Price 5% 10% 18%

EFor orders larger than indicated quantity, please request a quotation.
EPlease request a quotation for orders of 20 or more pieces of buff finished products.

QFeatures: Small boundary between guide and locating parts ("No Edge" in diagram) prevents damage of locating target.  Buff Finished Products with enhanced appearance and slide are also available.

(Buffed Product)

 CAD Data Folder Name: 21_Locationg_Pins

Part Number
- P

Type Shape D

JPRB B 10 - 12

MJPRB TB 12 - 16
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-Male Thread

-Female Thread

EBuffed at       part only.

6.3 0.4
G

0.2
FB

B+E +0.6
   0

E* Insertion Guide is applicable to tolerance p6 type only.
ESUS440C has an identifi cation groove on D part.

The boundary between B and E dimension is indistinct.

QSurface Shape Measurement Result (Reference)

<Test Name> Surface Shape Measurement
<Measuring 
Instrument> Tokyo Seimitsu SURFCOM1800D-22
<Sample> (a) JPBB8-12 (P.1283 Large Head Tapered)

(b) JPRBB8-12 (Large Head Round Tapered - Non Buff Finished)
(c) MJPRBB8-12 (Large Head Round Tapered - Buff Finished)

<Test Conditions> - Measurement Length 12mm
- Measurement Pitch 0.001mm
- Measurement Speed 0.6mm/S

<Measuring Part>
Sample(a)

Sample(b)(c)

Measurement Range
Display Range

Measurement Range 
Display Range

Conventional Tapered Type: The edge remains. Round Tapered Type: No edge. Buffed Product: No edge and the surface is smooth.

Measurement Results <Sample(a)>

(mm)

(mm)

0.3

0.2

0.1

0.3

0.2

0.1

0.3

0.2

0.1

0 0.2 0.4 0.6 0.8 1.0

(mm)

(mm)

0 0.2 0.4 0.6 0.8 1.0

(mm)

(mm)

0 0.2 0.4 0.6 0.8 1.0
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QStandard

Part Number D Dimension Tolerance P
Selection

L B C E ℓ
Type Shape Code D m6 p6

JPRB
GJPRB
SJPRB
CJPRB

(Buffed Product)
MJPRB

MGJPRB
MCJPRB

EApplicable when D≥5.

B(m6)
PB(p6)

2 +0.008
+0.002

+0.012
+0.006

3 4 4 3
0.5 3

0
3 4 5 6

5
5

1

4
+0.012
+0.004

+0.020
+0.012

5 6
6

1
4

5 6 8
10

6 8 10
8

58 +0.015
+0.006

+0.024
+0.015

10 12 13

15
1.5

10 12 13 15

10
212

+0.018
+0.007

+0.029
+0.018

13 15 16
6

13 15 16
22

216 20 25
3 7

20 +0.021
+0.008

+0.035
+0.022 25 30 30 15

QFemale Thread

EPins of D dimention with Ts have one size smaller thread diameter and larger wall thickness.  (Actual D dimension is the number without "T".)
ENote the strength of under-head part.DP.1281 EPlease confi rm pilot hole depth on DP.1281.Holes may go through.

Part Number D Dimension Tolerance
g6

P
Selection

L B E
M

(Coarse)
ℓ

Type Shape Code D

JPRB
GJPRB
SJPRB
CJPRB

(Buffed Product)
MJPRB

MGJPRB
MCJPRB

TB

6 -0.004
-0.012

8 10
10

8
5

M3 5
6T 8 10 M2.6 4

8
-0.005
-0.014

10 12 13

15

M5 8
8T 10 12 13 M4 6
10 12 13 15

10
M5 8

12
-0.006
-0.017

13 15 16
6

13 15 16
22

M8 1216 20 25
7

20 -0.007
-0.020 25 30 30 15

QMale Thread

Part Number D Dimension Tolerance
g6

P
Selection

L B E
M

(Coarse)Type Shape Code D

JPRB
GJPRB
SJPRB
CJPRB

(Buffed Product)
MJPRB

MGJPRB
MCJPRB

EApplicable when D≥5.

NB

3
-0.002
-0.008 4 5 6

5
5 3 M3

4
-0.004
-0.012

5 6
6 4

M4
5 6 8

10
M5

6 8 10
8

5
M6

8 -0.005
-0.014

10 12 13

15
M8

10 12 13 15

10
M10

12 -0.006
-0.017

13 15 16 6 M12
16 20 25 22

7
M16

20 -0.007
-0.020 25 30 30 15 M20

QStandard

D

Unit Price

(1) SKS3 
Hardening
JPRBB

JPRBPB

(2) Hard SKS3
GJPRBB

GJPRBPB

(3) SUS304
SJPRBB

SJPRBPB

(4) SUS440C 
Equivalent
CJPRBB

CJPRBPB

(5) SKS3 Hardening 
+ Buffed

MJPRBB
MJPRBPB

(6) Hard SKS3 + 
Buffed

MGJPRBB
MGJPRBPB

(7) SUS440C 
+ Buffed

MCJPRBB
MCJPRBPB

2 93 126 149 166 - - -
3 96 130 159 176 - - -
4 110 143 176 192 - - -
5 120 156 189 209 156 202 272
6 126 166 199 219 163 216 285
8 133 179 209 229 173 232 298

10 136 183 219 236 176 239 305
12 143 192 229 239 186 249 312
13 149 202 236 262 196 262 341
16 199 265 318 351 259 345 457
20 255 341 404 441 331 444 573

QFemale Thread

D

Unit Price
(1) SKS3 

Hardening
JPRBTB

(2) Hard SKS3
GJPRBTB

(3) SUS304
SJPRBTB

(4) SUS440C 
Equivalent

CJPRBTB

(5) SKS3 Hardening 
+ Buffed

MJPRBTB

(6) Hard SKS3 + 
Buffed

MGJPRBTB

(7) SUS440C 
+ Buffed

MCJPRBTB

6 232 315 298 318 302 411 414
6T 232 315 298 318 302 411 414

8 236 318 305 328 305 414 427
8T 236 318 305 328 305 414 427
10 245 328 318 338 318 427 441
12 252 338 328 341 328 441 444
13 259 345 338 361 335 447 471
16 308 418 418 447 401 543 583
20 365 490 500 543 474 636 706

QMale Thread

D

Unit Price
(1) SKS3 

Hardening
JPRBNB

(2) Hard SKS3
GJPRBNB

(3) SUS304
SJPRBNB

(4) SUS440C 
Equivalent

CJPRBNB

(5) SKS3 Hardening 
+ Buffed

MJPRBNB

(6) Hard SKS3 + 
Buffed

MGJPRBNB

(7) SUS440C 
+ Buffed

MCJPRBNB

3 222 305 288 305 - - -
4 232 318 298 318 - - -
5 249 338 318 338 325 441 441
6 255 348 328 351 331 454 457
8 259 351 335 361 335 457 471

10 269 361 351 371 348 471 484
12 279 371 361 375 361 484 487
16 338 461 461 494 441 600 643
20 401 540 550 596 520 702 775

Part Number - P - (DRC / RC)

JPRBB10 - 12 - RC

9

Alterations

Screwdriver Slot Under neck radius alteration

Code DRC RC

Spec.

    Width 0.8mm
    Depth 1mm
EApplicable to external thread 

only.

Changes the relief to R0.5.
Ordering Code RC

E                        Applicable when P-D≥2.

Price Adder 34 100

RC
(R0.5)

Materials
No.

MMaterial
SSurface 
Treatment

HHardness Type
D Tolerance / Shape 

Code

(1) SKS3 - Treated Hardness 60 ~ 63HRC JPRB

B(Standard, m6)
PB(Standard, p6)
TB(Female Thread)
NB(Male Thread)

(2) SKS3 Hard Chrome Plating
Plating Thickness 3μm or More

Treated Hardness 60 ~ 63HRC
Plating Hardness 750HV~ GJPRB

(3) SUS304 - - SJPRB

(4) SUS440C 
Equivalent - Treated Hardness 50 ~ 55HRC CJPRB

(5) SKS3 Buffi ng Treated Hardness 60 ~ 63HRC MJPRB

(6) SKS3 Hard Chrome Plating + Buffi ng
Plating Thickness 3μm or More

Treated Hardness 60 ~ 63HRC
Plating Hardness 750HV~ MGJPRB

(7) SUS440C 
Equivalent Buffi ng Treated Hardness 50 ~ 55HRC MCJPRB

EA fl at charge of 620 Baht for 3 or more identical pieces.
XExpress service is not available for Material No. (2) Hard 

SKS3 and Material No. (5) ~ (7) Buff Finished Products.

D P.88Express A 230 Baht / piece7

- Standard Material(6) / Female Thread Materials(5) ~ (7) Male Thread Materials(5)~(7)

9

- Materials listed other than below

27%
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