m Specification and Appearance Differences Due to Specification Changes

<Specification>

[Before]
[ M JMaterial }
Type Max. operating pressure
Main Body Ball Seat
BRTK] | C3771BE | Uororesincontaining |\ - i air : 4.12MPa
Glass Fiber
BSFF[] SCS13A Fluororesin Water,Qil,Air,Gas : 4.12MPa
BSFFS[J SCS14A Fluororesin Saturated Steam : 1MPa
[After]
[ M JMaterial ;
Type Max. operating pressure
Main Body Ball Seat
BRTKC) | C3771pE | Uororesincontaining |\ . - il Air : 4.12MPa
Glass Fiber
BSFF[] SCS13A Fluororesin Water,Qil,Air,Gas : 4.12MPa
BSFFS[] SCS16A Fluororesin Saturated Steam : 1MPa
<Appearance>
Specification change
P details 9 Appearance change type Before change After change
BSFFA/BSFFB/BSFFSA/BSFFSB | Part Number/Size/Material Size/Material

Main body engraving

Lever

BSFFA/BSFFSA Logo+Part Number

Misumi Logo+Part Number

-BSFFA

Before change(Mai

-BSFFSA

Before change(Main

n body engraving)

body engraving)

After change(Main body engraving)




-BSFFSB
Before change(Main body engraving) After change(Main body engraving)

T8, =

m Part numbers subject to specification changes and the start date of specification changes

No. Type [Part Number|Start date of specification changes
1 BSFFASA
2 BSFFA15A
3 BSFFA20A Sequentially from June 2025
4 BSFFA BSFFA25A
5 BSFFA32A
6 BSFFA10A Sequentially from July 2026
7 BSFFB8A
8 BSFFB15A Sequentially from June 2025
9 BSFFB BSFFB20A
10 BSFFB10A Sequentially from July 2026
11 BSFFSA8A
12 BSFFSA10A
13 BSFFSA | BSFFSA15A
14 BSFFSA20A
15 BSFFSA25A Sequentially from June 2025
16 BSFFSB8A
17 BSFFSB10A
18 BSFFSB BSFFSB15A
19 BSFFSB20A




