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Hexagonal Support Pins
-Stepped-

Hexagonal Support Pins
-Flat-

Part Number
- L - P - F - G

Type Shape Materials B

SRP C B 10
SRP A HB 14

-
-

L50.00
L70.02

-
-

P5.98
P6.00

-
-

F3.0
F5.0

- G5

7

QVolume Discount Rate (ERound up to the Baht.) P.87

Qty. 1~19 20~34 35~49 50~99
Rate Unit Price 5% 10% 18%

E For orders larger than indicated quantity, please 
request a quotation.

Part Number - L - P - F - G - (DRC / NNC)

SRPCB12 - L30.00 - P4.98 - F3.0 - G0 - NNC

9 EAlteration is applicable to threaded type only.

7

Q Features:
 Due to hexagonal shape, adjusting height is easy.

Interpose

Part Number
- L - G

Type Shape Materials B

SRT A B 8
SRT B SU 12

-
-

L20.00
L50.00

- G6

 CAD Data Folder Name: 21_Locationg_Pins  CAD Data Folder Name: 21_Locationg_Pins
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Type
Shape 
Code

Material 
Code

M Material S Surface Treatment H Hardness

SRP

C(Male 
Thread)
A(Female 
Thread)
B(Pilot)

B (1)S45C Blackening -

R (2)S45C Hard Chrome Plating
Plating Thickness 3μm or More Plating Hardness 750HV ~

HB (3)S45C Blackening Treated Hardness 45 ~ 50HRC

HR (4)S45C Hard Chrome Plating
Plating Thickness 3μm or More

Treated Hardness 45 ~ 50HRC
Plating Hardness 750HV ~

C (6) SUS440C Equivalent - Treated Hardness 50 ~ 55HRC

Part Number L
0.01mm 

Increment

P
0.01mm 

Increment

F
0.1mm 

Increment

G
1mm Increment m (C) d

M
(Coarse)

M1

(Coarse)
ℓ1 d1

Type Shape Code
Material 

Code
B

Male Thread Only

SRP

C(Male 
Thread)
A(Female 
Thread)
B(Pilot)

B
R

HB
HR
C

6
10.00~50.00

3.00~4.00 2.0~12.0

0
or

2≤G≤dx2

1
6.9

4 M4 M3
- -7

3.00~6.00 2.0~15.0
8.1

8 15.00~50.00 9.2
5 M5

M4
10

20.00~80.00

4.00~8.00
2.0~20.0 2

11.5
M5 6

8
12 4.00~10.00 13.9

6 M6 1013
5.00~10.00 2.0~25.0

3

15
M6

8
14 16.2
17

8.00~15.00
2.0~30.0

19.6
8 M8 9 12

19 21.9
M8

24 10.00~15.00 4 27.7 10 M10 10 16

EPilot type available for B≥10. ESUS440C Equivalent is B≥8.

Alterations

Screwdriver Slot Relief

Code DRC NNC

Spec.
Machines a screwdriver slot of 
width 0.8mm and depth 1mm.

Adds a relief at the thread end.
EApplicable when G=0.

Price Adder 41 41

B

Unit Price  Male Thread Unit Price  Female Thread Unit Price  With Pilot

(1)
SRPCB

(2)
SRPCR

(3)
SRPCHB

(4)
SRPCHR

(6)
SRPCC

(1)
SRPAB

(2)
SRPAR

(3)
SRPAHB

(4)
SRPAHR

(6)
SRPAC

(1)
SRPBB

(2)
SRPBR

(3)
SRPBHB

(4)
SRPBHR

(6)
SRPBC

6 423 476 542 587 - 406 460 521 566 - - - - - -
7 423 476 542 587 - 406 460 521 566 - - - - - -
8 423 476 542 587 690 406 460 521 566 614 - - - - -
10 480 558 611 681 738 464 533 583 656 654 492 566 632 706 720
12 480 558 611 681 738 464 533 583 656 654 492 566 632 706 720
13 480 558 611 681 738 464 533 583 656 654 492 566 632 706 720
14 480 558 611 681 738 464 533 583 656 654 492 566 632 706 720
17 620 677 784 853 851 497 550 632 685 723 533 583 685 734 785
19 620 677 784 853 851 497 550 632 685 723 533 583 685 734 785
24 681 747 861 939 1,092 546 603 693 755 975 587 640 755 808 1,055

Type
Shape 
Code

Material 
Code

M Material S Surface Treatment H Hardness

SRT

A(Male 
Thread)
B(Female 
Thread)

B (1)S45C Blackening -

R (2)S45C Hard Chrome Plating
Plating Thickness 3μm or More Plating Hardness 750HV ~

HB (3)S45C Blackening Treated Hardness 45 ~ 50HRC

HR (4)S45C Hard Chrome Plating
Plating Thickness 3μm or More

Treated Hardness 45 ~ 50HRC
Plating Hardness 750HV ~

SU (5)SUS304 - -
C (6) SUS440C Equivalent - Treated Hardness 50 ~ 55HRC

Part Number
L

0.01mm Increment

G
1mm Increment (C) d

M
(Coarse)

M1

(Coarse)Type Shape Code
Material
 Code

B
Male Thread Only

SRT
A(Male Thread)
B(Female Thread)

B
R

HB
HR
SU
C

6
10.00~50.00

0
or

2≤G≤dx2

6.9
4 M4 M3

7 8.1
8 15.00~50.00 9.2

5 M5
M4

10

20.0~80.00

11.5
M5

12 13.9
6 M613 15

M614 16.2
17 19.6

8 M8
19 21.9

M8
24 27.7 10 M10

ESUS440C Equivalent is B≥8.

Part Number - L - G - (DRC / NNC)

SRTAB10 - L30.00 - G3 - DRC

9 EAlteration is applicable to threaded type only.

Alterations

Screwdriver Slot Relief

Code DRC NNC

Spec.
Machines a screwdriver slot of 
width 0.8mm and depth 1mm.

Adds a relief at the thread end.
EApplicable when G=0.

Price Adder 41 41

QVolume Discount Rate (ERound up to the Baht.) P.87

Qty. 1~19 20~34 35~49 50~99
Rate Unit Price 5% 10% 18%

E For orders larger than indicated quantity, please 
request a quotation.

B

Unit Price  Male Thread Unit Price  Female Thread

(1)
SRTAB

(2)
SRTAR

(3)
SRTAHB

(4)
SRTAHR

(5)
SRTASU

(6)
SRTAC

(1)
SRTBB

(2)
SRTBR

(3)
SRTBHB

(4)
SRTBHR

(5)
SRTBSU

(6)
SRTBC

6 324 357 406 443 484 - 308 345 398 435 480 -
7 328 361 410 447 492 - 316 353 406 443 484 -
8 333 369 419 456 497 435 324 357 410 447 488 428
10 353 394 439 480 513 446 341 374 431 464 505 438
12 365 406 451 492 529 457 353 390 443 476 521 449
13 386 423 464 505 542 468 369 402 456 488 533 460
14 402 439 488 525 566 475 386 419 472 505 550 471
17 423 456 505 542 587 530 402 439 488 525 566 519
19 443 480 529 566 615 541 419 460 509 546 591 526
24 509 550 611 648 706 727 480 529 587 628 681 625

a d

R0.2 a=1.0
d=P-0.2

0.4
G 1.6

Ø0.04 A

P

L
+0.05
  0 B±0.1

(C
)

M=d

Mx1.5

dg
6

F

A
30°

m

0.4
G

 0 -0
.0

1

1.6

1.6

1.6

0.4
G

M1x1.5

M1

L
+0.05
  0

(C
)

 ±0.1B

 0 -0
.0

1
P

F m

1.6

0.4
G 1.6

M1x1.5 Ø0.04 A

A

d1
g6 (C
)

M1
ℓ1 m B±0.1+0.05

  0L

 0 -0
.0

1
P

F

0.4
G

G

30°

30°

- Male Thread

- Pilot

- Female Thread 6.3 1.6
G

0.4

EWhen G< Pitchx2, the incomplete threaded section (Pitchx2) is included in Mx1.5.  Pitch Diameter D P.1954

1.6

0.4
G

1.6

(C
)

B±0.1G

M=d

Mx1.5

dg
6

+0.05
  0L

1.6

1.6

M1x1.5

M1

(C
)

B±0.1L
+0.05
  0

- Male Thread

- Female Thread

0.46.3
G

1.6

EWhen G< Pitchx2, the incomplete threaded section (Pitchx2) is included in Mx1.5.  Pitch Diameter D P.1954

Up to 19%Up to 19%
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