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Oil Free Bushing Housing Units - Center Flanged / Oil Free Bushing Housing Units - Small Flanged
Built-In Copper Alloy Bushings Built-In Copper Alloy Bushings - Tapped Hole

EWith Non-Contact Seals
Teflon seal of 0.3mm thick is 
attached on the inner side of each 
retaining ring.

QSmall Flanged

QFeature: 5~8 mm smaller in flange diameter (H dimension) compared to conventional Flanged Oil Free Bushings. Suited for use in limited space.

QVolume Discount Rate (ERound down to nearest one yen.) P.89 

Quantity 1~9 10~14 15~19 20~29
Discount Rate Unit Price 5% 10% 18%
Days to Ship Standard To Be Quoted

E For orders larger than indicated 
quantity, please request a 
quotation.

Part Number

MFCMW6
MFST10

D P.89

 CAD Data Folder Name: 06_Oil_Free_Bushings

Oil Free Bushing Housing Units - Thick Flanged / Oil Free Bushing Housing Units - Thick Blocks
Built-In Copper Alloy Bushings - Flanged   Built-In Copper Alloy Bushings - Tall Blocks

Part Number

MPRA10
MPBA16

QVolume Discount Rate (ERound down to nearest one yen.) P.89

Quantity 1~9 10~14 15~19 20~29
Discount Rate Unit Price 5% 10% 18%
Days to Ship Standard To Be Quoted

E For orders larger than indicated quantity, please 
request a quotation.

D P.89

EWith Non-Contact Seals
Teflon seal of 0.3mm thick is 
attached on the inner side of each 
retaining ring.

QFeature:  Best suitable for vertical use. Thicker wall compared to Standard Flanged Housing Units. Suited for high load applications.

QFeature:  Best suitable for horizontal use. Thicker wall compared to Flanged Housing Units. Suited for high load applications.  
Reduces the time of manufacturing and assembling the housing.

QFeature:  Suitable for vertical use. Reduces the time of manufacturing and assembling the housing.  
Workpiece located near the center of the bushing provides balanced load and clearance on both sides of the flange.

EFor Feature of With Non-Contact Seals, refer to P.349.    EFlanged Height-Adjusting Spacers are selectable from W P.286.

1Horizontal Use

2Vertical Use

Small Flanged
Oil Free Bushing

Shaft

Small Flanged Oil Free Bushing

Shaft

Type
Seal

Housing Bushing

Round Flange Square Flange Compact Flange MMaterial SSurface Treatment MMaterial

MFCMW MFCKW MFCNW No Seal
SS400 Electroless Nickel 

Plating
High Tensile Brass Alloy  

Solid Lubricant EmbeddedMFCMW-S MFCKW-S MFCNW-S With Non-Contact Seals

Part Number

D Da L L1 L H T d1 d2 t P.C.D. W F A

(No Seal) Unit Price (With Non-Contact Seals) Unit Price

Type d Tolerance Tolerance
Round Flange Square Flange Compact Flange Round Flange Square Flange Compact Flange

MFCMW MFCKW MFCNW MFCMW-S MFCKW-S MFCNW-S

Round Flange 6 + 0.022
   0 12   0

- 0.018
11.8 37

5

16 28
5 3.5 6 3.1

20 22 - 20 2,390 2,730 2,580 2,660 3,000 2,850

(No Seal) MFCMW 8 + 0.028
   0

15 14.8 47 21 32 24 25 - 24 2,990 3,290 3,150 3,260 3,560 3,420

(With Non-Contact Seals) MFCMW-S 10 19

  0
- 0.021

18.8

57 25.5

40

6 4.5 7.5 4.1

29 30 - 29 3,470 3,870 3,690 3,780 4,180 4,010

Square Flange 12
+ 0.034
   0

21 20.8

10

42 32 32 - 32 3,750 4,220 4,030 4,060 4,530 4,340

(No Seal) MFCKW 13 23 22.8 43 33 34 - 33 4,030 4,680 4,520 4,340 4,990 4,840

(With Non-Contact Seals) MFCKW-S 16 28 27.8 67 30.5 48 38 37 22 31 4,450 5,100 4,950 4,770 5,410 5,260

Compact Flange 20
+ 0.041
   0

32
  0
- 0.025

31.6 77 34.5 54
8 5.5 9 5.1

43 42 24 36 5,930 6,340 6,150 6,240 6,660 6,470

(No Seal) MFCNW 25 40 39.6 108 50 62 51 50 32 40 8,800 9,340 9,150 9,160 9,700 9,510

(With Non-Contact Seals) MFCNW-S 30 45 44.6 128 59 74 10 6.6 11 6.1 60 58 35 49 11,430 12,180 11,970 11,790 12,540 12,330

Part Number
D L Hh7 T M P.C.D.

Unit Price

Type d Tolerance MFST MFST-S

MFST

(No Seal)

MFST-S
(With Non-Contact Seals)

6 + 0.022
   0 12 22 23

6 M3
17 1,290 1,590

8 + 0.028
   0

15 27 27 21 1,610 1,910
10 19

32
34

8 M4

26 1,870 2,220
12

+ 0.034
   0

21 37 29 2,020 2,370
13 23 38 30 2,160 2,510
16 28 37 43 35 2,390 2,740
20

+ 0.041
   0

32 42 48
10 M5

39 3,190 3,540
25 40 58 56 47 4,740 5,140
30 45 68 66 12 M6 55 6,160 6,560

Type Seal
Housing Bushing

MMaterial SSurface Treatment MMaterial

MFST No Seal
SS400 Electroless Nickel 

Plating
High Tensile Brass Alloy  

Solid Lubricant EmbeddedMFST-S With Non-Contact Seals

P.C.D.P.C.D.

W

A

D+6

A

F

D+6

L

Da
±

0.
1

T lL 1

d1 d 2

t

DH d d d d

4-Mounting Hole 4-Mounting Hole
2-Mounting Hole 4-Mounting Hole

Oil Free Copper Alloy Bushings (2 pcs.)

Main Body

Retaining Ring (Spring Steel)

*Housing 
Relief

1.6

1.6

Round Flange Square Flange Compact Flange

E Perpendicularity of flange bottom plane to 
surface D is 0.02 or less.

*Housing Relief

  When D≤28, -0.1 
-0.3

  When D≥32, -0.3 
-0.5

ERecommended Mating Shaft:
     f8 or g6

d=6~13 d=16~30

6.3 1.6(     )

Type Seal
Housing Bushing

MMaterial SSurface Treatment MMaterial

MPBA No Seal SS400 Electroless Nickel 
Plating

High Tensile Brass Alloy  
Solid Lubricant Embedded

Part Number
h W H L L1 L2 L S M1 M2 d1xt Unit Price

Type d Tolerance

MPBA

6 +0.022
+0.010 14 16 22 22 6 14

5
15

M3 M4 6x5 (for M3 Screws)
3,160

8 +0.028
+0.013

16 20 26 27 11 19 20 3,060
10 19 26 32

37
17 27 6

30
M5 M5 8x6 (for M4 Screws)

3,780
12

+0.034
+0.016

20 28 34 4,230
13 25 30 43 14 26

7 M6 M6 9x7 (for M5 Screws)
4,900

16 27 36 49 47 24 36 40 5,760
20

+0.041
+0.020

31 42 54 57 28 44 8 50 M8 M8 11x8 (for M6 Screws) 7,500
25 37 52 65

67 30 50 9 60 M10 M10 14x10 (for M8 Screws)
11,540

30 40 58 71 14,140

Type
Seal

Housing Bushing

Round Flange Square Flange Compact Flange MMaterial SSurface Treatment MMaterial

MPRA MPSA MPCA No Seal SS400 Electroless Nickel 
Plating

High Tensile Brass Alloy
Solid Lubricant Embedded

Part Number
D L L1 S H T d1 d2 t P.C.D. K F A

Unit Price

Type d Tolerance Tolerance MPRA MPSA MPCA

MPRA
Round Flange

MPSA
Square Flange

MPCA
Compact Flange

6 +0.022
+0.010 15   0

- 0.018
21

5
15 32

5 3.5 6 3.1
23 23 - 23 1,710 1,820 1,780

8 +0.028
+0.013

17 26 20 34 25 25 - 25 1,540 1,700 1,620
10 20

  0
- 0.021

32 25 39

6 4.5 7.5 4.1

29 29 - 29 1,800 1,960 1,880
12

+0.034
+0.016

24 32

10

25 44 34 34 - 34 1,940 2,080 2,020
13 26 32 25 46 36 36 - 36 2,120 2,240 2,160
16 30 37 30 50 40 40 26 30 2,300 2,480 2,400
20

+0.041
+0.020

36
  0
- 0.025

42 35 62
8 5.5 9 5.1

48 48 30 38 3,060 3,220 3,150
25 42 57 50 68 54 54 36 40 4,560 4,840 4,680
30 48 67 60 78 10 6.6 11 6.1 62 62 40 48 5,920 6,140 6,030

ERecommended Mating Shaft:
     f8 or g6

6.3 1.6(     )

d

4-M
P.C.D.

L
T

Hh
7 D

Oil Free Bushing

Housing Retaining Ring (Spring Steel)

1.6

1.6

6.3 1.6

±0.2

±0.2L
L 1

2

1.6 1.6

d1

t

W

H

h

W/2±0.05

±
0.

05

S

2-M1

2-M2

L

l

d

Housing

Oil Free Copper Alloy Bushing

Retaining Ring (Spring Steel)

E Recommended Mating Shaft:
 f8 or g6

QCenter Flanged

<Reference:  
Cross-section 

Photo>

QFlanged

QTall Blocks

P.C.D.

d

4-Mounting Hole

P.C.D.
K

d

4-Mounting Hole

A

D+6

d

2-Mounting Hole

A

F

D+6

d

4-Mounting Hole

L
T L1

D

t d 1

S

2

H

d

Retaining Ring (Spring Steel)

*Housing 
 Relief

Oil Free Copper Alloy Bushing

1.6

1.6

Round Flange

d=6~13

Compact FlangeSquare Flange

EEffective length of D Tolerance below is L1. EPerpendicularity of flange bottom plane to surface D is 0.02 or less.

E Recommended Mating Shaft:
 f8 or g6

d=16~30

1.66.3 (     )

*Housing Relief When D≤26, -0.1
 -0.3

 When D≥30, -0.3
 -0.5
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