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One-Touch Couplings

: Similar Products Comparison Points |

Electroless nickel plating applied to the thread enhances appearance and corrosion
resistance compared to C-VALUE products.

When ordering, select Part Number and Values from Selection Steps @~@.

Ordering ‘Part Number (@Type - @D) - | @Nominal | - |@Body Color
Example MSELLSS - 2 - w
MSCNC10 - 1
. Part Number| & g Sikel Wrench | Thread Size | Efeie |Mass ~— Part Number| @ Wrench Fiats| Thread Size |, Efectve | Mass
W Male Connectors MSCNL  Threads : C3604 (Brass) Oype [@Djnms| A [ e " i " G Tupe T@blNoma| A |k 5 i Mo
-Outlined with Hexagon- : Electroless Nickel Plting M5 [ 201 8 | M5x0.8 4.5 M5 215 [ |~ W5x08 6
MJCNLS Threads : SUS304 4 |1 [204 10 [ Ri/8 | 32 [86 41 [205 RIE | 4 [ 8
| 2201 14 | Ri/4 173 | |2 [195[ 14 | Ri/4 15
M5[218] 2 |, [M5x0.8] 32 [ 83 M5 [ 5o | 1p [ MBX0B | 44 | ©
M H 6 [ J226] 4 R1/8 92 5 |1 R1/8 11
2 2 |228] 4 | 14 | Ri/4 | 115 [182 2 |235] 14 | R4 | 103 [ 18
3 [228] 4 [ 17 | R3@ 28.4 3 |215] 17 | Ra 26
1 |27.7] 5 [ 13 | R1/8 | 18.7 [13.7 1|28 |, [Ri8_[175] 18
] MSCNL| 8 [2 [267] 6 | 14 [ R1/A |, T17.0 MJCNLS [ 8 [2 [ 27 RIA | 5, [ 17
; H H 3 |237] 6 R3/8 <273 3 | 225 R3/¢ " 2
i i |294] 5 | ,, [(Ri/8 | 185 222 1 1|, [_RIB_[175] 2
—) o 10| 2224 g R1/4_| 26.9 | 27. 10| 2|32 R1/ [22
Q 3 |284 R3/8 [29.3~ 3 |28l R3/ [ 26
A | | 4 {273] 8 [ 21 [ iz | 20 [as. 4 [265] 22 | Ri2 | 0% 49
2 [354] 6 | 1o [ R4 | 26934 2 |35 o [ _RiA 3
123 [31.8] 8 RS/ | - q 385 123 30 R3/8 |, | 32
4 [338] 8 [ 21 | RI2 ~ [5a, 4 |295[ 22 | RiR2 51
[Material ~ Ring : PBT (Polybutylene Terephthalate) (®No Inner Dia. Hexagon Hi
: Part Wrench| Thread | Efecie _ Part Number Werch P Thread Size |, EFEEi¥e | pass
[l Male Elbows MSELL Threads : 63604 (Brass) numper [ @ f & | & | ¢ o]t Lo M(a?s e e R i '
- Electroless Nicke! Plating ©Type |OD| H| M || O | 18[15] 8 [M5x0.8[ 32 [ 5
MJELLS  Threads : SUS304 G AL 9 V508 32 |46 41 165205/ 1010 [ R1B [~ "[8
(MESELL) o [ [izafizs] o [0 kB[, [79 L |2 24 14 [ Ri/4 | > [15
2 [17.1]2! 14 [ R4 | T [7 M5 |20]15] | 10 |[M5x08| 42 | 7
[ [ws[18 T 9 [M508] 32 |54 6 % ” %12_ 5 gﬁ . +,
1| 18189 10 [ Rifg 87 2] [27.5] [18
= 5 2 {8 z10] "2 [ 74 [ A | 85 [17.8 3lp| [29] [17[Ram 2
== 3 |18 [22! 17_| R3B 272 | 1 lgaof  [255] | g [ RI/8 [
1 [236]20. 10 | R1/B 104 MJELLS| 8 |2 [ '285/285/145 R1/4 | 18 |20
MSELL| 8 [2 [236[22:8|136[ 14 [ Ri/4 | 15 [19.1 3 | i D[S INE S Z
. 3 235623, 17 | R3B 284 | 1] |28 R1/8 | 24.3 | 26
1| 25 [236] 17 | Ri8 | 221 [20.8° 102 7Bl 17 [RIA [28
10|21 251266] ¢ 5 (17 [ Wik 255 | 3| [32.5) R3/8 | 27 33
3 |25 [261] [ 17 | RaB | 31.5[27.5 ; 3;35 22 mﬁ 5 ;
MESELL 4 | 25 [29. 21 [ RI2 47.2 2| 1331 149
\(Nhite) — 2 [322]285 17 | R4 | 41.7 (311 12131 [205/345/ 20 R3/8 | g [43
12|73 [322[ 28 19.7 [ 17 | KB | ,, 1331 4 375 | 22 | R1/2 56
(2D 4 [322]31 21 | Ri2 | "=° [528
CAD Ty [ZIHTT] | mowateriat main sody - PBT (olyoutyiene Terephthaate|  (©Body color for MSELL is Black.
Il Male Connectors MSCNC Threads : C3604 (Brass) o e o —Nonal| A [P g [Thread SizeHitic bmlina)  Mass
-Outlined with Circle-  Electroless Nicke! Plating N M5 201 5 39 M5x0.8 22
1 20.1 3 10 R1/8 3.2 8
M5 21.8 2 11 M5x0.8 72
M 6 1 22 4 11 R1/ 115 86
od 2 228 135 R1/ : 16.
1 27.7 13 R1/ 187 13,
—L 8 2 257 135 R/ p— 15.
ey MSCNC 3 237 17 R3/8 - 25.
I 1 29.4 155 R1/8 185 18
] 2 324 15.5 R1/4 269 233
8 10 3 284 7 Ra/ 459 25.7
A H 4 27. i R1/ : 46.7
— 2 5.4 188 R1/ 26.9 29.7
12 3 1. 18.8 R3/{ 302
479
[DMaterial  Ring : PBT (F Te 4 3. 1 R1/: 50.6
) Part Number [5) Wrench Flats|Thread Size| Effective Sectional Area| ~ Mass
[l Female Connectors | MSCNF  Threads : C3604 (Brass) ) OType @D | Nominal A B H Rc (9)
: Electroless Nickel Plating 1 7 1 3 Rel/i 3
4 : s 32 :
H 2 7. 4 7 Rei/4 4.
N 1 5 1 3 Rci/8 4.
U T 6 2 I 4 7 Re1/4 11.0 6.
Re F=H 3 ] 5 9 Rod/ 7,
o LR 1 7 10 13 Rci/8 16.
I | 8 2 0.7 14 17 Re1/4 252 27.7
————— a MSCNF 3 1.7 [ 19 RealB 292
® 2 2.4 7 Rei/a 30.
B 10 3 3.4 Re3/8 38.7 325
4 36.4 Rei/2 53,
A 2 354 Rei/4 45.
12 3 36.4 Re3/8 446 39.
m [@Material ~ Ring : PBT (F T 4 394 1 24 Rc1/2 60.6
. Part Number (3] (Wrench Flats |Wrench Flats| Thread Size | Thread Size Mass
Ml Female Threaded | MSSB  Threads : C3604 (Brass) OTipe @b |Nominal| A B o I UL CED ule = P
Bulkhead Unions + Electroless Nickel Plating 2 1 5. T 74 4| W0 | Rci 32 18
1 26. 9 Rel/ 26
6 > 5T 7 17 17| Mo —po 11 &
q; a 1 28. 8 Rel/ 345
3 c 8 2 34, 7 19 19 | Mi6x1.0 [_Rel/ 25.2 25
"-“ ‘ MSSB 3 351 Re3/! 36
A 2 2. Re1/ 58.5
g Iy 10 3 i 24 2 | M0 387 =
3 7. Re3/! 715
12 4 T i 2 24| M0 g 446 ol
(2D ]
GADEEI mm [@Material  Ring : PBT (Polybutylene Terephthalate) @ Specifications
MJCNLS Other than MJCNLS,
MJELLS MELLS
Applicable Fluid | Compressed Air Water Compressed Air
Operating Temperature Range *| -15 ~ 60°C. 5~ 40°C ~60°C
Max. Operating Pressure 1MPa 0.9MPa
Operating Vacuum Level] -100kPa 1 = -100kPa * No Freezing

(®)Thread part C3604 (Brass) is all electroless nickel plating applied.
Seal-coated, no sealing tape required (Except for M5).

: Similar Products Comparison Points |

One-Touch Couplings

Threads are not electroless nickel plated. Makes it that much more economical.
Not RoHS compliant.

When ordering, select Part Number and Values from Selection Steps @~@.

©Thread Size Nominal‘

) Ordering ‘Part Number (@Type - @D)
Example PACK-EPFH8 .

¥ MiSUMi

e-Catalog

X

Simplified press fit fixture

with a cylinder.

v

> >

Example

Quotation by WEB

http://www.misumi-ec.com/

Manual Switching Valve

Il Male Thread Fittings (Square) | PACK-EPFH ﬂm' © |[Thread Wrench|  H2 Qty.
Applicable Tube|Thread Szef Size | L | A Fiats | Inner | X | Y | per
A OType| "5 p@yp [Nominal] R Hi | Hex Pkg.
M5 | M5 1] 4 0
4 1 R1/8 120 | 8 | 15 0 12 | 11
. 2 R1/4 10 4
a1 M5 | M5 4 2
= 6 1 R1/ 8 |16 [ 12 4 14 | 13 | 10
¥z PRk 2 | Ri/a 10 4| 4
1 R1/ 8 4
R c 8 > Ria 25 TG0 18 4 16 | 14
L 2 | R1/4[31[10 7
\ 10 3 R3/ 7 7 20 7 20 | 17 5
[ Material: Body: PBT Thread: Brass 12 3 | R3/ 0 |11 ]23] 21 2312
Il Male Thread Fittings (Round) | PACK-EPF Part Number | @ |[Thread H Qty.
RC S X Applicable Tube|Thread Szef Size | L | A | C |@P | Inner | X | Y | per
- N OType|"5 p@p |Nominal| R Hex Pkg.
1 Ny I M5 | M5 [ 21 [ 4 [15 2
/' r 5ls : 4 1 |mEl20[8 5] [ s |2 |"
A >
e PR L R E A R e 7
! — d PACK- i
EPFS 8 1 RR/SRI o7 G I SN 16 | 14
3 A ‘ c 2 R1/4 | 25 | 10 | 1
= — 2 R1/4 | 31 | 10 | 20
[cAnm\ W L 10 3 | Rem [ 27 1120 7 ol B e
e, [ Material: Body: PBT Thread: Brass 12 3 | R3/8 30| 11]23]2f 23 | 2
Male Elbows - Part Number ©® [Thread Wrench Qty.
. PACK-EPFL Applicable Tube|Thread Szef Size | L B | A |Fas| H| X | Y |per
OType|"5 p@yp |Nominal| R c Pkg.
M5 [ M5 | 19 [ 19 4 15 8
1 4 T [RiB 19 [18 [ 7 [ 150 ] 2| "
> M5 | M5 | 20 | 20 4 16 8 10
y 6 1 R1/ 0 0 7 6 0] 14 | 13
X PACK- 2 R1/4 0 9 6 4
EPFL 1 R1/: 7 0
” 8 2 | Ri/ 9 o B .
2 R1/4 6 9 7 5
[2D] 10 3 | R3B[ 27 [ 25 [ 10 |2 |
@: = [ Material: Body: PBT Thread: Brass 1 5 T Ras 29 126 10 T 5
° [Cautions]
u H : Products on this page are sold by the package.
1 . one Touch Coupllng Part Drawmg Refer to Qty. per Pkg. in the specification table.
® ® ® ® (Ex.) PACK-EPHF6-2 Order Quantity 1 — 10 pcs./pkg.
- No.[Name of Parts| Material
Release Ring | POM Il Tightening Torque Table |@precations for use
Guide Ring Zin - - - (One-Touch Coupling, Flow Rate Controller)
Holder POM Thread Thread Tightening Torque |, Do not apply excessive bending, tension and torsion forces
Metal Body Brass Type | (ThreadCode) |(kgf.cm)| (N) to the fitting body. It may cause damages.
Seal Coating PTFE Metric Thread| M5 15-19 | 14-18 When tightening the screw, refer to Tightening Torque Table
0-Rings NBR R1/8(1) 70-90 | 729 shown on the left. Excessive tightening may cause leakage
Resin Body PBT = = due to breakage of threads or deformation of gasket.
® Flastic Sleeve NBR Tapered Thread)  R1/4(2) | 120~140 | 12~14 icient tightening may cause screw loose and leakage.
- ) Lock Pawl Steel ®) R3/8(3) | 220~240 | 22~24 (Flow Rate Controller)
@ﬁgﬁli;l"flzgggéést %er"\;%l; to thread (Air Pipe) | PU/ yon, ek, R1/2(4) | 280~300 | 27-29 o Not suitable for usage requiring complete flow rate shut-off.
Applicable Fluid| Compressed Air
Operating Pressure Range| ~ 0~1.0MPa
Pressure 1.5MPa
Operating Vacuum Level -100kPa
Operating Temperature Range') ~ -20~80°C * No Freezing

2298




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Japan Color 2001 Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 0
      /MarksWeight 0.283460
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /JapaneseWithCircle
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


